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3 kV / 35 Amps Stand

High Voltage & High.Current

THE NEW YALUE FRONTIER,

¥ KYOCERD

N3IKISATCUM2 [10440]

= High Voltage and High Current

The High Voltage and High Current series is used for high power,
heaters and lamps.

Voltage is offered from 3 to 30 kY DG, current is offered from 3 to
808 A,

Avallable conductor materials include oxygen-free copper,

nickel-plated oxygen-free copper and stainless steel.

Select the most suitable feedthrough from a wide variety of
products.

Soeveral types of conductor shape are offered, such as straight
type, screw type for convenience, and the type compatible with
silicon insulation plugs for safaty.

Select flange size and type from NW 7 KF, ConFlat®, 1S0-K,
ISO-F and ASA.

Accessories are also available, including vacuum and air side
socket contacts and silicon insulation plugs.

We also manufacture custom-made products with quick delivery.
Select welding posilion, number of connectors, and size of
custom-made flanges.

Tabds of
Carinris
gl vaterials
Coaxisl Flange 304 Stainless steel
Adapter Kovar®
Multpn
: Conductor Copper
Themocoup Insulation Alumina ceramic
en cae
Specifications
inciator
Type Feedthrough
Arcnsones Connector 3 kV [ 35 Amps
Cusiom-made Voltage: V max. DC 3.000
products
Tecnnica Current: A Per Pins 35
gy Insulation: chm min. 10?
'”'m“ﬁ Leak rate: 1.3xPa - m%/s 107
Cuslom-made
Apphomin Temperature Range: C» —196 to 300
Trademarks the conneclion

137

=Temperalure range will be changed depends on

COSMO

COSMOTEC Corporation

NW | KF Flange

c
M2 THREAD*
TRRARML
(20)
£
=
"!'ur!_!'\.-':-::'{:'-:.'- wilh nuls and we

ConFlat® Flange

c
MEZ THREAD=
=
Exl
Joan, B
(0]

O ¢

=]

Provided with nuts and

7.48
{170
D
| M2 THREA D
— | e
LSRRI,
13
B
ALUMINA CERAMIC
"y T -
Ty L +..J.
o Tals) A PCD, ™ CPE.D,
1S e
7.48
{190)
(5]
N
. ] &h
| A2 THREADH
I m—,
‘;—'__‘ =
1 SOMIN,
- s)
B

ALUMINA CERAMIC

WalEHETE.

www.feedthrough.net

3 kV /| 35 Amps Stand

High Voltage & High.Current

NW / KF Flange

MeotPie | ISTALLATION. | A | B
1 NW / KF 16 o | @
1 NW / KF 25 i |
2 NW / KF 25 | A
1 NW / KF 40 S
2 NW / KF 40 s | A
3 NW / KF 40 B
 wee 883

e
5.04
(128)

5.04
(128)

5.04
(128

5.04
{128)

5.04
{128)

5.04
(128)

5.04
{128)

D

2.44
(62)

2.44
(62)

244
(62)

2.44
(62)

2.44
(g2}

2.44
(62)

2.44
(62)

) N23K35A1CUM2
5 N33K35A1CUM2
{-ff} N33K35A2CUM2
) N43K3SATCUME
{23;} N43K3SA2CUM2
{i?f} N43K3ISAICUM2
Izﬁ N43K35A4CUM2

THE NEW WALUT FRONTIER

¥ KYOCERG 4 1

Dimensions in inches (mm)

10237
10110

10111

piepueis SAWY SE/ AN E

10419

10505

10274

10130

ConFlat® Flange
A

CF 1.33 ;ﬁ? (;"'ﬁ?;
; CF275 ?—;-L? {ig_aﬂ
2 CF275 T e
3 CF275 ?&E? 1 ;?ﬂ
4 CF 2.75 f-,:-;? i1 g‘.ar}

5.08
(128.5)

5.06
{128.5)
5.06
{128 5)
5.06
{128.5)

5.06
{128.5)

242
(61.5)

242
(61.5)

242
(61.5)

242
(61.5)

242
(61.5)

I::} C13KISAICUM2
o) C2Z3IHISATCUMZ
i C23K35A2CUM2
a0 C23K35A3CUM2
- C23K35A4CUM2

plepuels sdwy SE / AN E
wanng ybiy 5 sbeyjon yBiy

10334
10343
10018

R [ a—
10326 Tabie of
10019

Accessories
| rersneice |

S g

094 Socket Contacl Vacuum Side

SVC24

10151

For more detadls, see Secthon 6.4

COSMO

COSMOTEC Corporation
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- - 2 — = THE NEW YRlLE FROMTIEE
| 3 kV /35 Amps Nickel Plated Copper Conductor § % KYOCERA
4.1 High Voltage & High.Current L%
= NW | KF Fl
= an
= ge
—
{47 ]
o
= 7.48
_g {190)
w
= c D
2
m
= 8
g S8g
- : @
=3 Y
% N3IKISATCUMZN [11526) M2 THREAD* ] M2 THREAD
E TOMIM, L/ -TPMIN,
=1 - - 13
] = High Voltage and High Current @ g 5 i
= ALUMINA CERAMIC
The High Voltage and High Current series is used for high power,
=2 heaters and lamps.
= f Voltage is offered from 3 to 30 kY DG, current is offered from 3 to
S| 808 A o : . -
& g Available eonductor materials include oxygen-free copper, \: /| w P, o N
- E nickel-plated oxygen-free copper and stainless steal. (1 ) | J,_" '__Ih' '
L Select the most suitable feedthrough from a wide variety of \ o -~ R e e -"pcﬂ.
= | =
&S| products.
= E Soveral types of conductor shape are offered, such as straight
E - type, screw type for convenience, and the type compatible with
E o siicon insulation plugs for safely. *Provided with nuts and washers
3|4 Select flange size and type from NW / KF. ConFlat®, ISO-K, o
& ISO-F and ASA. =
ﬁ Accessories are also available, including vacuum and air side ConFlat® Flange
e socket contacts and silicon insulation plugs.
g We also manufacture custom-made products with quick delivery.
= Select welding position, number of connectors, and size of
-"_-;: cuglom-made flanges. S
k]
T
Tatie of o o
)
SR Materials R s
— S5
Coaeia Flange 304 Stainless steel ] &* e
M2 THREAD= |
Adapter Kovar® Ll
g r—t t — © Si——
: Conductor Nickel Plated Copper = M
Tharmactupla Insulation Alurnina ceramic e %E | SEMIN,
“ﬁ_‘“ (&0 8 (13]
Carrent . . ALUMINA CERAM
Specifications i
Inclator
Type Feedthrough
Mool Connector I kV /35 Amps - o= -
Custor-mird Voltage: V max. DC 3,000 3 A - -
= O 6.8 ¢
Technical Current: A Per Pins a5 by g 3 o)
Daa " F.C.D. P.C.D. F.C.D.
e Insulation: chm min. 10
o Leak rate: 1.3xPa - m%/s 10"
Curiommadn
w Temperature Range: C+ =196 to 300 *Provided with nuts and washers,
Tracemarks on the connaction

139

=Temperalure range will be changed depends

COSMO

COSMOTEC Corporation

www.feedthrough.net

3 kV / 35 Amps Nickel Pl

High Voltage & High.Clirrent

ed Cup_pe Conductor |

Dimensions in inches (mm)

NW / KF Flange

1

NW / KF 16

MW ! KF 25

MW [ KF 25

NW [ KF 40

NV [ KF 40

NW [/ KF 40

WNW / KF 40

A

1.18
(30)

1.57
(40)

157
(40)

216
(55)

2.16
(55)

216
(55)

216
(55)

'.E
.24
(6)
.24
(6)
.24
(€)
(8)

24
(6)

24
(&)

24
(6)

5.04
(128}

5.04
(128)

5.04
{128

5.04
{128)

5.04
{128)

5.04
(128)

5.04
{128)

o

2.44
(62)

2.44
(62}

2.44
(62)

2.44
(62)

244
(62}

2.44
(&2}

244
(62)

N23K35A1CUM2N 11062
N3I3KISA1CUM2N 11526
N3I3IKISA2CUM2N 12117
N43KISA1CUM2N 11550
N43K3SA2CUM2N 12118
N43K3ISAICUM2N 12118
N43K35A4CUMZN 12120

ConFlat® Flange
S

CF 1.33

CF 275

CF 275

CF275

CF275

1.33
(34)

2.75
(7o)

275
(7o)

2.75
(70

2.75
(70)

{? 5}
50
{12.7)
50
(12.7)
50
{12.7)

&0
{12.7)

{125.5}
5.06
{128.5)
5.06
{128 5)
5.06
{128.5)

5.06
{128.5)

242
(61.5)

242
(61.5)

242
(61.5)

242
(61.5)

242
(61.5)

79
(20)
(23)

(25)

C13K3SAICUM2N 11232
C2IKIZATCUMEN 11247
C23KIEAZCUMEN 12121
C2IKISAICUMZN 12122
C23K3I5A4CUMEN 12123

Accessories

094 Socket Contacl Vacuum Side

svc2a 10151

For more detadls, see Secthon 6.4

COSMO

COSMOTEC Corporation

www.feedthrough.net

THE NEW WALUT FRONTIER

¥ KYOCERG 41

Jayanpuog Jeddag pejeld |9¥oIN WY SE / AN E

ywanng ybiy 5 sbeyjon yBiy

Joyanpuoy) Jaddog) paleld (8o sowy GE / AY £

i

Eﬁggﬁggii?i’

£
i

[

140



THE NEW WALUT FRONTIER

3 kV/ 35 Amps with Air-Side Cable A L & i sk 3 KV / 35 Amps with Air.Side Cable Assembly [’
g ) High Voltage & Hig__!],eﬁ?rent 1 " ML EEKHBEERB

¥ KYOCERD

High Voltage & High.Clirrent

Dimensions in inches (mm)

NW / KF Flange

1.18 .24 2.66 244 -
1 NW [ KF 16 (30) (6) (67.5) (62) (=) N23K35A1CUMZWP 11509

et

1.57 .24 2.66 2.44 -
1 MW [ KF 25 (40 ) (67.5) {62) (=) MIFKISATCUMZWP 11527
5= 2.16 .24 266 244 -
M2 THREAD®* 1 NW [ KF 40 (55) (8) (67.5) {62) (=) MNAIKISATCUM2ZWP 11551

Alqwesey ajqe spis Y YiM SAWY 68 / AN E

1} )
o
=
S
[0S ]
o
b -]
=
=
w
=
—F
-
=
w
o
@
(r]
o
=
@
=
o
o
@
3
=
L™

NIIKISATCUM2 [10110) = . g&F
e i ween B E W B wecscme s
FIMIN, : 59
15 216 24 266 244 98
(20) " o :’:E ;AM'C 3 NW [ KF 40 (55) ® (678 (62 (25) N43K3ISA3CUM2WP 12300
= High Voltage and High Current
4 NW / KF 40 A - - WAIIBAICUMANE 12301

The High Violtage and High Current series is used for high power,
heaters and lamps.

Voltage is offered from 3 to 30 kY DG, current is offered from 3 to
808 A. —, —, —
Avallable conductor materals include oxygen-free copper, f \ y! : \ [

IFRREpNNRCE Koty S TT0 o Wik SIS S "t Npep N pep N==pen. ConFlat® FEH“HE

Select the most suitable feedthrough from a wide variety of 3

products.

o e fconae s s clrd, ch o s _

type, screw type for convenience, and the type compatible with

yuanns ybiy ¢ sbejjon ydiy
ywanng ybiy 5 sbeyjon yBiy

‘ Algwassy a|qeD apig JIy Yum sty GE / A E
Alqwassy a|qeD apis JIy Yum sdwy SE / A3 E

silicon insulation plugs for safety. & 133 268 246
Select flange slz: agnd type f::m NW / KF, ConFlat®, ISO-K, *Provided with nuts and washers EhilR (34) {?.5]' (68)  (s2.5) =) Sl M EEE
EEEE Ana AR ® 275 50 268 246 - 11248
Accessories are also available, including vacuum and air side ConFlat Flange 1 CF275 (70) (12.7) {68) (62.5) {=) C2IKITAICUMIWPE
socket contacts and silicon insulation plugs.
We also manufacture custom-made products with quick delivery. 2 CF 275 2.75 .50 2.68 2.48 98 C2IKISAZCUMEWE 12183
Select welding position, number of connectors, and size of ! (70) h2.7) (68) (62.5) (25)
custom-made flanges.
2.75 30 268 246 88
“g; I_;; 3 CF 2.75 (70) (12.7) (68) (62.5) (25 C23K35A3CUM2WP 12302
275 S0 268 246 98
C o : . . - :
s : . 4 CF 275 en Lmn | B | éal &5 C23K35A4CUM2WP 12303 Table of
gl Materials s o
i
i & —
Ttz Flange 304 Stainless steel Me e k ! Coasia
| e —— 4 1E&%
Adapter Kovar® T — | g 8 :
: Conductor Copper Y Accessories
Thamacouphe Insulation Alumina ceramic "r’;;” 'l ri:_; ’ Thermocoiie
Veitaga L ALUMINA CERAMIC IV O A me——r
" eh Cavet " n o Curv
Specifications 084 Socket Contact Vacuum Side sviC24 10151
Isclator Isciator
TV Feedihrougn 3 KV Air Side Cable Assembly ASP3KV 60077
Arcnsones Connector 3 kV [ 35 Amps - 2 Arcestavies
Cuslom-misds Voltage: V max. DC 3,000 _\"\ e o foak 1 For more details, see Section 6.4 —_—
Tmﬂ Gurrent: A Per Pins 35 “LPCD = [-Xds } = [ Fals} mﬂcﬂ
gy Insulation: chm min. 107 Pl it &
Index Leak rate: 1.3%Pa - m¥/s 10 iy
Curiommadn Cuvlom-madn
w Temperature Range: C» -196 to 300 *Provided with nuts and washers. ;ﬁﬂm
Trademarks Tradnmarks

=Temperalure range will be changed depends on the connaction

141 COSMEO  COSMOTEC Corporation www.feedthrough.net COSMEO  COSMOTEC Corporation www.feedthrough.net 142



. 5 kv ,.. 3 Amps THE NEW YRlLE FROMTIEE
KYOCERQD
82 | High voltage & High @}
4]
NW | KF Flange
z
o
3.8
W (1o
15 c >
o s
t
C15K3A4SUS [10212) 1 Ty
[ =t Sz
j ALUMIA CERAMIC
= High Voltage and High Current 8
The High Voltage and High Current series is used for high power,
E g heaters and lamps.
| = Voltage is offered from 3 to 30 kY DC. current is offered from 3 fo
S| % 808 A. p— . 3,
g|W Available conductor materials include oxygen-free copper, Y fem 0N 7\
F 5" nickel-plated oxygen-free copper and stainless steel. \ -_),-"{.'. i) \
MRS Select the most suitable feedthrough from a wide variety of e A RCD “ R.C.D.
z|@ products.
g‘ Soveral types of conductor shape are offered, such as straight
E type, screw type for convenience, and the type compatible with
= silican insulation plugs for safety.
2 Select flange size and type from MW [ KF. ConFlat®, I1SO-K,
1S0-F and ASA. ®
Accessories are also available, including vacuum and air side ConFlat® Flange
socket contacts and silicon insulation plugs.
We also manufacture custom-made products with quick delivery.
Select welding position, number of connectors, and size of
custom-made flanges.
304
{100
Infroduction
ek o7 C D
=gl Materials s
Consia Flange 304 Stainless steel l |
Adapter 430 Stainless steel e a3
Pdudtpn ; = &=
: Conductor 304 Stainless stesl !
i | ALUMINA CERAMI
Trarmocouphs Insulation Alumina ceramic
B
Imlﬂ.*l -
Carwnt . g
Specifications
isciabor
Type Feedthrough
Arcnsones Connector SEV 3 Amps . . -
Custon-Tiade Voltage: V max. DC 5,000 . I D Pl
c t: A Per Pi 3 L1 5 ;?
urrent: er Pins -
e 2 FC.D. P.CD.
e Insulation: chm min. 10
. Leak rate: 1.3xPa - m%/s 10°"°
Curiommadn
Apphomin Temperature Range: C+ -196 to 300
Tracemarks =Temperalure range will be changed depends on the connaction

143

COSMO

COSMOTEC Corporation

www.feedthrough.net

SkV/3 Amps

THE NEW WALUT FRONTIER

¥ KYOCERG

Dimensions in inches (mm)

NW / KF Flange

1 NW / KF 18
2 N [ KF 16
4 NW /! KF 18
1 NW / KF 25
2 NW [ KF 25
4 NW / KF 25

1.18
(30)

1.18
(30)

1.18
(300

1.57
(40}

1.57
(40)

1.57
{40)

24
()
24
(&)
24
(8)

24
(8)

24
(&)

24
(&)

\E

219
(55.5)

1.89
(48)

1.89
(48)

2.18
{55.5)

219
(55.5)

2.18
(55.5)

1.75 -
(44.5) (=}
2,05 32
(52) 8
2.08 A0
(52) {10}
1.75 -
{44.5) (=)
1.75 3z
(44.5) (8)
1.76 40
{44.5) {10}

NZSK3IAIEUS

NZSKIAZSUS

M2SKIA45US

NISK3IATSUS

N3SK3IAZSUS

N3ISKIA45US

11517

11518

11519

11100

11101

11102

ConFlat® Flange
SR A e

CF 1.33
2 CF 1.33
4 CF 1.33
1 CF 2.75
2 CF 275
4 CF2.75

1.33
(34)

133
(34)

1.33
(34)

2.75
(7o)

275
{70

275
(7o)

.30
(7.5)

.30
(7.5)
30
(7.5)
.50
(12.7)
.50
(12.7)

50
{12.7)

2.1
(56)

1.77
{44.8)

1.77
(44.8)

221
(56)

221
(56)

22
(56}

1.73 =
(44) (=)
217 32
(55.2) (&)
247 A0
155.2) {10)
1.73 .
(44) (=}
1.73 Az
(44) (8)
1.73 A0
(44} (10)

C1aK3ATISUS

C15K3AZ5US

C1oK3ASUS

CI5K3A18US

C25K3A25US

CI5K3A48US

10602

10213

10212

11256

11257

11258

Accessories

.05 Bockel Contact Vacuum Side

SVC15

10146

For more details, see Section 6.4

COSMO

COSMOTEC Corporation

www.feedthrough.net
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5 kV /22 Amps

THE NEW YALUE FRONTIER,

KYOCERQD
8.3 | High voitage & High @}
4]
NW | KF Flange
<
o
1} 394
[r]
m (1o
h i (]
3 §
o
t B
C15K22ZA4CU l1uztd] [I! = am
[ =t Sz
j ALLIMIMA CERAMIC
= High Voltage and High Current 8
The High Voltage and High Current series is used for high power,
E g heaters and lamps.
| = Voltage is offered from 3 to 30 kY DC. current is offered from 3 fo
o % 808 A, p— . 3,
E H Awvailable conductor materials include oxygen-free copper, Y [ e (s :‘“‘
o | nickel-plated oxygen-free copper and stainless steel. \ -_),-"{.'. i) \
w3 Saelect the most suitable feedthrough from a wide variety of e A RCD “ R.C.D.
2 B products.
= Soeveral types of conductor shape are offered, such as straight
E type, screw type for convenience, and the type compatible with
- silican insulation plugs for safety.
- Select flange size and type from MW [ KF. ConFlat®, I1SO-K,
1S0-F and ASA. ®
Accessories are also available, including vacuum and air side ConFlat® Flange
socket contacts and silicon insulation plugs.
We also manufacture custom-made products with quick delivery.
Select welding position, number of connectors, and size of
custom-made flanges.
304
{100
Infroduction
ek o7 C D
S Materials R s
Consia Flange 304 Stainless steel l |
Adapter 430 Stainless steel e am
i i S
: Conductor Copper |
= | ALLUMIMNA CERAMIC
Trarmocouphs Insulation Alumina ceramic
B
Imlﬂ.*l :
Cumem % ]
Specifications
isciabor
Type Feedthrough
Arcaseore Connector 5 kV 22 Amps — - -
Custon-Tiade Voltage: V max. DC 5,000 . I D Pl
C t: A Per Pi 22 L1 5 ;?
urrent: er Pins -
e = FC.D. P.CD.
e Insulation: chm min. 10
G Leak rate: 1.3%Pa - m%/s 10"
Curiommadn
Apphomin Temperature Range: C+ -196 to 300
Tracemarks =Temperalure range will be changed depends on the connaction

145

COSMO

COSMOTEC Corporation

www.feedthrough.net

S kV /22 Amps

THE NEW WALUT FRONTIER

¥ KYOCERG

Dimensions in inches (mm)

NW / KF Flange

1 MW [ KF 16
7 WYY [/ KF 16
4 NW I KF 16
1 NW / KF 25
2 NW [ KF 25
4 NW [ KF 25

l ;

s

1.18
(30)

1.18
(a0)

1.18
(30)

1.57
(40}

1.57
(40)

157
{40)

24
(6)
.24
)]
.24
(8)

24
(&)

24
(6)

24
(&)

219
(55.5)

1.89
(48)

1.89
{48)

218
(55.5)

219
(55.5)

2.18
(55.5)

1.75 -
(44.5) (=)

2.05 G2
(52) (8

2.05 Al

(52) (10}
1.75 -

(44.5) (=)
1.75 a2
(44.5) (8)
1.75 40
{44.5) {10}

N25sKk22A1CL 12151
N25K22A2CU 11074
N25K22A4CL 12152
N3SK22A1CU 11097
N35K22A2CU 11098
N35K22A4CU 11099

ConFlat® Flange
_

CF 1.33
Z CF 1.33
4 CF 1.33
1 CF 2.75
2 CF 275
4 CF2.75

1.33
(34)

133
(34)

1.33
(34)

2.75
(7o)

2.75
{70

275
(7o)

.30
(7.5)
(12.7)

.50
(12.7)

50
{12.7)

2.1
(56)

1.77
(44.8)

177
(44.8)

221
(56)

221
(56)

22
(56}

1.73 =
(44) (=)
217 32
{55.2) (&)
2AT A0
155.2) {10)
1.73 .
(44) (=}
1.73 a2
(44) (8)
1.73 A0
(44} (10)

C15K22A1CU 10599
CASK22R2CL 10215
C15K22A4C0 10214
C25K22A1CU 12153
C25K22A2CU 12181
Ca5K22A4CU 10611

Accessories

05 Sockel Contact Vacuumn Side

SVC1s 10146

For more detadls, see Secthon 6.4

COSMO

COSMOTEC Corporation

www.feedthrough.net
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psepuers SAWY QL L /AN S

5 kV / 110 Amps Standard
High Voltage & High

zurrent

THE NEW YALUE FRONTIER,

¥ KYOCERD

C25K110A4CUMS [10022]

= High Voltage and High Current

The High Voltage and High Current series is used for high power,
E 2 heaters and lamps.
| = Voltage is offered from 3 to 30 kY DC. current is offered from 3 fo
o] == 808 A.
o : Available conductor materials include oxygen-free copper,
= nickel-plated oxygen-free copper and stainless steel.
w | I Select the most suitable feedthrough from a wide variety of
= E products.
SR Soveral types of conductor shape are offered, such as straight
E .':_l? type, screw type for convenience, and the type compatible with
- %’_ silicon insulation plugs for safety.
2l @ Select flange size and type from MW [ KF. ConFlat®, I1SO-K,
a 1S0-F and ASA.
Accessories are also available, including vacuum and air side
socket contacts and silicon insulation plugs.
We also manufacture custom-made products with quick delivery.
Select welding position, number of connectors, and size of
custom-made flanges.
Iiroduction
Tale of
—
SR Materials R
Cowds! Flange 304 Stainless steel
Adapter Kovar®
Muitipin
: Conductor Copper
Trarmocouphs Insulation Alumina ceramic
Imlﬂ.*l
Curwl . "
Specifications
Inciator
Type Feedthrough
HAcbaieieli Connector 5kV /110 Amps
Cusiom-mide Voltage: V max. DC 5,000
products
Teehnizal Current: A Per Pins 110
Diata
e Insulation: ehm min. 107
s Leak rate: 1.3xPa - m%/s 101"
Curstornmade
Apphomin Temperature Range: C» 196 to 300
Tracemarks on the connaction
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=Temperalure range will be changed depends
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NW | KF Flange
7.48
(190
c o
5 s
wy B
gy
M5 THREAD* 1) M5 THREAD
T Ry
=— —
TIMIN, L/ SOMIN.
(20) . (13)
ALUMINA CERAMIC
_z;, ' s .‘\\_ SN, o
1\ . # 5
N— \ PCD. S pep N pCD
Provided with nuts and washers
ConFlat® Flange
7.48
(190
c D
<
8
o
| 82
M5 THREAD+ ’ M5 THREAD
e L 3
— : ‘_ - —e u|
1 i
TOMIN, ] SOMIN.
(20) B {15)

ALUMIMNA CERAMIC

D 8.0 .9

2 .
*Provided with r

uts and washers.

www.feedthrough.net

High Voltage & High

Zurrent
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¥ KYOCERG

Dimensions in inches (mm)

NW / KF Flange

(BSRTALLATION,
1 MWW [ KF 16
1 NW / KF 25
2 NW [ KF 25
1 NW / KF 40
2 NW [ KF 40
3 NW / KF 40
4 MWW [ KF 40

A

1.18
(30)

1.57
(40)

157
(40)

216
(55)

2.16
(55)

216
(55)

216
(55)

24
(6)
24
(6
24
(&)

24
(&)

24
(6)

24
(&)

24
(6)

4 58
{116.5)
4.58
{116.8)
4.58
{116.5)

4 58
(116.5)

4.58
{116.5)

4.58
{116.5)

4.58
{116.5)

200
(73.5)

290
(73.5)

2.90
(73.5)

290
(73.5)

280
(73.5)

290
{73.5)

280
(73.5)

81
(23)

1.02
(26)

N25K110A1CUMS

MNISK110A1CUMS

NISK110A2CLIMS

NASKTI0ATCUMS

N4SK110A2CUMS

NASK110AICUMS

N45K110A4CUMS

10103

10303

10421

10294

10131

10270

10302

ConFlat® Flange
S

CF 1.33
1 CF 275
2 CF 275
3 CF275
4 CF275

1.33
(34)

2.75
(7o)

275
(7o)

2.75
(70

2.75
(70)

.30
(7.5)

50
{12.7)
50
(12.7)
50
{12.7)

&0
{12.7)

4 61
{(117)

4.61
{117)

4 61
(117

4.61
{117}

4.61
(117

2.87
(73)

2.87
(73)

287
(73}

2.87
(73)

287
(73)

87
(22)
91
(23)

a1
(23)

C1SK110A1CUMS

C25K110A1CLUIMS

C25K110A2CUMS

C25K110A3CUMS

C25K110A4CUMS

10432

10020

10021

10450

10022

Accessories
| rerenece

AR T

.25 Sockel Contact Vacuumn Side

SVCE4

10155

For more detadls, see Secthon 6.4

COSMO
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5 kV /110 Amps Hicke_lﬂatedﬁuﬁpr Conductor
High Voltage & High.Current L\

THE NEW YALUE FRONTIER

¥ KYOCERD

o
= NW | KF Flange
——
e
=]
= 7.48
g [170)
W
- = o
=
& 8 =
g 8
n # '._ —
E C25K110A4CUMSN [11870] M5 THREA Do | |_ M5 THREA
= e
T — -
g T
=5
5 TIMIN, 5?;'*;:”
S = High Voltage and High Current 20] 8
ALUMINA CERAMIC
The High Voltage and High Current series is used for high power,
= heaters and lamps.
= f Voltage is offered from 3 to 30 kY DC, cumrent is offered from 3 o
s|= 808 A | | :
g | o Available conductor materials include oxygen-free copper, F Famm 3 Py o
s }3""‘ nickel-plated oxygen-free copper and stainless steel. L g Y, AN ]
™ g Select the most suitable feedthrough from a wide variety of g : “ PO 3 POD. - PCD
E = products.
= % Several types of conductor shape are offered, such as straight
:-? i type, screw type for convenience, and the type compatible with
a a sllicon insulation plugs for safaty. *Provided with nuls and washers
) Select flange size and type from NW / KF, ConFlat®, ISO-K, P '
ca 1S0-F and ASA. ®
g Accessories are also available, including vacuum and air side ConFlat Flanﬂﬂ
A socket contacts and silicon insulation plugs.
% We also manufacture custom-made products with quick delivery.
Select welding posilion, number of connectors, and size of
g cuslom-made flanges. 748
Rk (190)
T
Tabde of < b
Glarcy &2
Couxi Flange 304 Stainless steel i, g
M5 THREA D% i M5 THREA e
Adapter Kovar® o )
Mudtpn — —— -
: Conductor Mickel Plated Copper e
Themocougls Insulation Alumina ceramic TOMIN : EERAIN,
- ; - {15)
3 20 B
"en camnn " ,
— Specifications ALUMINA CERAMIC
Ipclator
Type Feedthrough
Arcessones Connector 5V 110 Amps s
e Voltage: V max. DC 5,000 b7 \ @(j; @
mmes  Current: A Per Pins 110 Qe -{;, IS
Daita TR = PC.D, " PC.D,
S rRTeSMAUE Insulation: chm min. 10?
'“"'E"‘"_x_ Leak rate: 1.3xPa - m%/s 10"
Carorn e
m Temperature Range: C- =196 to 300 *Provided with nuts and washers,
Trademarks «Tamperature rangse will be changed depends on the connaction
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5 kV /110 Amps Nickel Plated Copper Conductor f{

High Voltage & High.Clrrent

THE NEW WALUT FRONTIER

¥ KYOCERG 4 4

Dimensions in inches (mm)

NW / KF Flange

1

NW [ KF 16

MW ! KF 25

N | KF 25

NW [ KF 40

NW [ KF 40

NW [ KF 40

NW [ KF 40

A

1.18
(30)

1.57
(40)

157
(40)

2,16
(55)

2.16
(55)

2.16
(55)

216
(55)

B
24
(8)
.24
(6)
24
(8)
24
(&)

24
(8)

24
(&)

.24
(6)

c

4.58
{116.5)
4.58
{116.8)
4.58
{116.5)
4.58
(116.5)

4.58
{116.5)

4.58
(116.5)

4.58
{116.5)

)

2.90
(73.5)

2.90
(73.5)
2.90
(73.5)
2980
(73.5)

2.90
(73.5)

2.80
{73.5)

290
(73.5)

a1
(23)

1.02
(26)

N25K110A1CUMSN 11511
N35SK110A1CUMSN 11529
N35K110A2CUMSN 12315
N45K110ATCUMSN 11553
NASK110A2CLIMEN 11865
MN45K110A3CLUMSN 11869
N45K110A4CUMSN 12286

ConFlat® Flange
i

CF 1.33

CF 275

CF 275

CF 275

CF275

1.33
(34)

2.75
(7o)

275
(70)

2.75
(70

275
(7o)

.30
(7.5)

50
{12.7)
50
(12.7)
50
{12.7)

&0
{12.7)

4 61
{(117)

4,61
{117)

4,61
(117)

4.61
(117}

4.61
(117

287
(73)

287
(73)

287
(73)

2.87
(73)

287
(73)

87
(22)
91
(23)

a1
(23)

C15K110A1CUMSN 11235
C25K110A1CUMSN 11250
C25K110A2CUMSN 11852
C25K110A3CUMSN 11866
C25K110A4CUMSN 11870

Accessories

T

.25 Socket Conlact Vacuum Side

SVCE4 10155

For more detadls, see Secthon 6.4
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5 kV / 110 Amps with Ai
High Voltage & High.Clirrent

THE NEW YALUE FRONTIER,

¥ KYOCERD

C25K110A4CUMS [10022]

= High Voltage and High Current

The High Voltage and High Current series is used for high power,
heaters and lamps.

Voltage is offered from 3 to 30 kY DC. current is offered from 3 fo
808 A,

Available conductor materials include oxygen-free copper,
nickel-plated oxygen-free copper and stainless steel.

Select the most suitable feedthrough from a wide variety of
products.

Soveral types of conductor shape are offered, such as straight
type, screw type for convenience, and the type compatible with
silicon insulation plugs for safaty.

Select flange size and type from NW / KF, ConFlat®, I1SO-K,
1S0-F and ASA.

Accessories are also available, including vacuum and air side
socket contacts and silicon insulation plugs.

We also manufacture custom-made products with quick delivery.
Select welding position, number of connectors, and size of
custom-made flanges.

Infroduction
Tabie of
Caonents
gl Materials
Coaxial Flange 304 Stainless steel
Adapter Kovar®
Mudtpan
Conductor Copper
Themocoup Insulation Alumina ceramic
en cae
Specifications
Inclator
Type Feedthrough
Arcnsones Connector 5KV 110 Amps
Cusion-mids Voltage: V max. DC 5,000
products
Tecnnica Current: A Per Pins 110
arnsg Insulation: shm min. 10°
oy Leak rate: 1.3%Pa - m%/s 10"
Curiommadn
Apphomin Temperature Range: C» —196 to 300
Trademarks

151

=Temperalure range will be changed depends on the connaction
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M5 THREAD= "L\-
I — Uy =
L I - . | ) e e
= o
, _ D 1 .
TOMIN.G -5
20) i {13}
L ALUMINA CERAMIC
._:,f’J \\.:};."j PCD.
'F:'r!.!'\p'l-::{:'-:.'l wilh nuls and washers
ConFlat® Flange
5.56
{141}
c o
<
=
v
I
A5 THREA D | =
I
ToMIN, 59
{20) i {13
ALUMINA CERAMIC
«Provided with nuts and washers.

www.feedthrough.net

5 kV /110 Amps with Ai
High Voltage & High.Clrrent

NW / KF Flange

s INSTALLATON A B

1 NW / KF 16 Tl
1 NW / KF 25 an: | 6
1 NW / KF 40 & ':nﬁ';
2 NW / KF 40 S

ide-Cal

L

s

2 66
(67.5)

2.66
(67.5)

2.66
(87.5)

2.66
(67.5)

le Assembly

200
(73.5)

290
(73.5)

2.90
(73.5)

290
(73.5)

N25K1 10A1CMEWP

MNISK1 10A1CMSWP

M4SK110AT1CMSWP

N4SK110AZCMSWER

THE NEW WALUT FRONTIER

¥ KYOCERG da

Dimensions in inches (mm)

11510
11528
11552

12287

ConFlat® Flange
EY ST I cerccce

1.33 30
) LEEE (34) (7.5
2.75 50
1 rans (ro) (127}
275 50
E GR&EE (7o) (12.7)

2.68
(68)

268
(e8)
268
(68)

2 88
(73)

2,88
(73)

288
(73)

=)

(=)

1.02
(28)

GC15K110A1CMEWP

C25K110A1CMEWP

C25K1 10AZCM5WP

Aquessy ejge] epis iy yum SAWY OLL /AN S

11234

11249

12288

wanng ybiy g sbeyjon yBiy

Accessories

Alqwassy 2|qeD apis Iy yuM sdwy' QL L / AN S

 Description ‘m PART NUMBER —

Tabile of

.25 Socket Contact Vacuum Side SVCE4 10155 Fe—

5 KV Air Side Cable Assembly ASPSKY 60076 -

For more details, see Section 6.4 Mufiipin

Thesrmacougie
Hih ot
Icdator
Aocessnries
Cugiom-made
prosucts
Tockeicsl
Dats
Pard rrsbesr K
Reforence
Indax
Cuvlom-madn
e
Tradnmarks

COSM{E  COSMOTEC Corporation www.feedthrough.net 152
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5 kV /to 145 Amps
High Voltage & High.C

THE NEW YALUE FRONTIER

¥ KYOCERD

N3SK145ACU1 [11530]

= High Voltage and High Current

The High Voltage and High Current series is used for high powaer,
healers and lamps.

Voltage is offered from 3 to 30 kY DC, current is offered from 3 to
808 A,

Available conductor materials include oxygen-free copper,
nickel-plated oxygen-free copper and stainless steel.

Select the most suitable feedthrough from a wide variety of
products.

Several types of conductor shape are offered, such as straight
type, screw type for convenience, and the type compatible with
silicon insulation plugs for safaty.

Select flange size and type from NW / KF, ConFlat®, 1S0-K,
1S0-F and ASA.

Accessories are also available, including vacuum and air side
socket contacts and silicon insulation plugs.

We also manufacture custom-made products with quick delivery.
Select welding position, number of connectors, and size of
cuslom-made flanges.

Infrpducton
Tabie of
=gl Materials |
Coaxial Flange 304 Stainless steel
Adapter 304 Stainless steel
Nt
d Conductor See lable
Thammacoups Insulation Alumina ceramic
Imlﬂ.*l
Cumem " ¥
— Specifications
lsclator
Type Feedthrough
Arcessones Connector S kV/to 145 Amps
Cusim-mss Vol : Vmax. DC 5,000
e tage
Technizal Current: A Per Pins to 145
Daita
S rRTeSMAUE Insulation: chm min. 10°
R Leak rate: 1.3xPa - m¥/s 10
T
Applaatis Temperature Range: C+ —196 to 300
Trademarks =Tamperature rangse will be changed depends on the connaction

153
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NW | KF Flange

5 CERAMIC
THRE ALk
. THREAD®
I .
a § — — 1 3 +
i) e
[20] FLM | {2
C o
*Provided with nuls and washers
ConFlat® Flange
_8 ALUMIMA
el CERAMIC
E ] | [
THREAD THEFA
| T ol r
:d . . b
5 L ] | -
T | | "
20} - - aBaBal, 20y
= ¥
*Provided with nuts and washers.

www.feedthrough.net

5k\”tu145Am;:.:./'
i igh.Current

High Voltage & High

Dimensions in inches (mm)

NW / KF Flange

1.18
1 NW/KF16 145  Cogoer (10
1.18
1 NW/KF18 22 aMsms o0
1 NWIKF25 145  Copper 137
(40}
1.57
1 NW/KF25 22 3Msmst (o
1  NWI/KF40 145  Copper 210
(55)
1 NW/KF4D 22 34Smsp 219
(55)

24
(&)
24
(6)
24
(6)
(8)

24
]

o

285
(75)

2.95
(75)

268
(67.5)

2,66
(67.5)

2.66
(67.5)

2 66
(67.5)

Ms MN25K145ACU1 11512
Mé N25K2Z2A551 11516
M& NASK 1458001 11530
M& N35KZ2ASS1 11534
M& MNASK145ACU1 11554
Mé N45K22A551 11555

ConFlat® Flange

1.33 46
CF1.33 145  Copper (3 “ 5 | (11.8) t'.-'& 5) M6 C15K145ACU1 11236
133 30 A6 308
1 CF1.33 22 WSS N e (118 (7a2) M6 C15K22A551 11238
2.75 S0 90 2,64
1 CF275 145 Coppet 70) (127} (23) en Me C2ZH145ACU1 11251
275 50 80 284
1 CF275 22 J4Ehn 5 {m} (27 (23) (67) ME& C25K22A551 11255
COSM{O  COSMOTEC Corporation www.feedthrough.net
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THE NEW YALUE FRONTIER

¥ KYOCERD

N3SK145ACU1 [11530]

= High Voltage and High Current

The High Voltage and High Current series is used for high powaer,
E 2 heaters and lamps.
= = Voltage is offered from 3 to 30 kY DC, current is offered from 3 to
o = 808 A.
o g Available conductor materials include oxygen-free copper,
s ﬁ nickel-plated oxygen-free copper and stainless steel.
™| m Select the most suitable feedthrough from a wide variety of
E - products,
= % Several types of conductor shape are offered, such as straight
:-? w type, screw type for convenience, and the type compatible with
= sliican insulation plugs for safaty.
2 Select flange size and type from NW / KF, ConFlat®, 1S0-K,
1S0O-F and ASA.
Accessories are also available, including vacuum and air side
socket contacts and silicon insulation plugs.
We also manufacture custom-made products with quick delivery.
Select welding position, number of connectors, and size of
cuslom-made flanges.
T
Tabde of
B Materials RN
Coaxial Flange 304 Stainless steel
Adapter 304 Stainless steel
Mudtpn
: Conductor See table
Tremocoupls Insulation Alumina ceramic
Imlﬂ.*l
Curel . .
— Specifications
Ipclator
Type Feedthrough
Arcessones Connector S kV /to 476 Amps
Cusiom-made Vol : Vmax. DC 5,000
tage
Teahnizal Current: A Per Pins to 476
Daits
S rRTeSMAUE Insulation: chm min. 10°
s Leak rate: 1.3xPa - m%/s 1™
—
Applaatis Temperature Range: C+ —196 to 300
Trademarks =Tamperature rangse will be changed depends on the connaction

165

COSMO
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NW | KF Flange

5 CERAMIC
THRE ALk
. THREAD®
I .
a § — — 1 3 +
i) e
[20] PN | {2
C o
*Provided with nuls and washers
ConFlat® Flange
_8 ALUMIMA
el CERAMIC
E ] | [
THREAD THEFA
| T ol r
:d . . b
5 L ] | -
T | | "
20} - - aBaBal, 20y
= ¥
*Provided with nuts and washers.

www.feedthrough.net

5 kV / to 476 Am;:?/ -
i igh.Current

High Voltage & High

NW / KF Flange
[ erenence

1 NW / KF 40
1 MWW/ KF 40
1 MW/ KF 50
1 NW / KF 50

2.16

476 Copper (55)
2.16

3 304 Sin. St (55)

476  Coppwr f?%"::

2.95
(] 304 St S (75)

24
(&)
24
(&)

24
(6)

c
B9
(22.5)
89
(22.5)
89
(22.5)

B9
(22 5)

o

o]

2 66
{67.5) i

266
(87.5) | &

2.66
67.5 "®

256
(67.5) M1G

MN45KATEACUA

M4SKTIASST

NSSKATEACL

NSSKTIASET

Dimensions in inches (mm)

11556

11557

12304

12305

THE NEW WALUT FRONTIER

¥ KYOCERG 4 5

ConFlat® Flange
R S B

2.75
CF275 476 Copper (7o ” = (23} rﬁﬂ M16 C25K4TBACLN 11259
275 30 90 254
1 CF275 73  3MSmSL Gob o oa) (@) M6 C25KT3ASS1 11260
450 50 90 264
1 CF450 476  Coper  (1y4y  (127) (23) (67) M® C35KATEACU1 12306
450 50 90 264
1 CF450 73 M8 ih 37 (23) &y ME C35K73ASS1 12307
COSM{O  COSMOTEC Corporation www.feedthrough.net
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5 kV / to 808 Amps
High Voltage & High.C

THE NEW YALUE FRONTIER

¥ KYOCERD

N3SK145ACU1 [11530]

= High Voltage and High Current

The High Voltage and High Current series is used for high power,
E 2 heaters and lamps.
= = Voltage is offered from 3 to 30 kY DC, current is offered from 3 to
o = 808 A.
o =1 Available conductor materials include oxygen-free copper,
s | @ nickel-plated oxygen-free copper and stainless steel.
w 8 Select the most suitable feedthrough from a wide variety of
-;E[' - products,
= % Several types of conductor shape are offered, such as straight
:-? w type, screw type for convenience, and the type compatible with
= sliican insulation plugs for safaty.
2 Select flange size and type from NW / KF, ConFlat®, 1S0-K,
1S0O-F and ASA.
Accessories are also available, including vacuum and air side
socket contacts and silicon insulation plugs.
We also manufacture custom-made products with quick delivery.
Select welding posilion, number of connectors, and size of
cuslom-made flanges.
T
Tabde of
B Materials RN
Cowdsl Flange 304 Stainless steel
Adapter 304 Stainless steel
Mudtpn
: Conductor See table
Tramoocups Insulation Alumina ceramic
ImWI
Curel . .
— Specifications
Ipclator
Type Feedthrough
Arcessones Connector 5 kV /[ to 808 Amps
Cusiom-mids Vol : Vmax. DC 5,000
tage
Teahnizal Current: A Per Pins to 808
Daits
S rRTeSMAUE Insulation: chm min. 10°
Indes Leak rate: 1.3xPa * m%/s 1™
—
Applaatis Temperature Range: C+ —196 to 300
Trademarks =Tamperature rangse will be changed depends on the connaction

157
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NW | KF Flange

ALLIAIR,

. CERAMIC
THRE ALk
L™ THREA D
et - -
; # . - il ¥ L *
i) e
[20] LML 1 [
C o
*Provided with nuls and washers
ConFlat® Flange
_B ALLIAA
—t CERAMIC
-
THREAD . o e gy THEEADS
I: = ‘H.r'r “L.’r llul'r ,,“,?' ]
- -
< [ T | 2 . —
5 i 5 : ; [ I 1
TE | [ ] "
[l - a BB, fEae]]
< o
*Provided with nuts and washers.

www.feedthrough.net

5 kV / to 808 Am;:?// -
i igh.Current

High Voltage & High

No.ofPis INSTALLAT
1 MW ! KF 50
1 NW I KF 50

mou awes TN A

2.95
i Wik o

2.95
124 304 3n 50 (75)

24
(6)

.24
(6)

c

b=

89
(22 5)

89
(22.5)

A

2 66
{67.5)

2.66
167.5)

M25

M25

WNESKE08ACUA

MN3SK124A551

Dimensions in inches (mm)

NW / KF Flange
i T

11563

11562

THE NEW WALUT FRONTIER

¥ KYOCERG 4 5

ConFlat® Flange
o i s YR A w0 e

69
1 CF450 808  Copper h‘r 4 | (175) {231 {m m25 C35KB0BACU1 11272
450 69 90 264
1 CF450 124 3MSmSL (V0 (2% (23) (67) M5 C35K124AS51 11271
COSM{O  COSMOTEC Corporation www.feedthrough.net
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¥ KYOCERD

N310K145ACU1 [11524]

= High Voltage and High Current

e The High Voltage and High Current series is used for high power,
Zlo heaters and lamps.
il Voltage is offered from 3 to 30 kV DG, current is offered from 3 to
s|= 808 A
E b 4
o 21 Available conductor materials include oxygen-free copper,
s = nickel-plated oxygen-free copper and stainless steel.
Ll I - Select the most suitable feedthrough from a wide variety of
= ik products.
= :g Several types of conductor shape are offered, such as straight
:-? e type, screw type for convenience, and the type compatible with
= sliican insulation plugs for safaty.
= Select flange size and type from NW / KF, ConFlat®, 1S0-K,
1S0O-F and ASA.
Accessories are also available, including vacuum and air side
socket contacts and silicon insulation plugs.
We also manufacture custom-made products with quick delivery.
Select welding position, number of connectors, and size of
cuslom-made flanges.
Inroduction
Tabde of
B Materials DR
Cowdsl Flange 304 Stainless steel
Adapter 304 Stainless steel
Mudtpn
: Conductor See table
Tramoocups Insulation Alumina ceramic
Imlﬂ.*l
Curel . .
— Specifications
Ipclator
Type Feedthrough
Arcessones Connector 10 kV / to 145 Amps
Cusiom-miss Vol : V. max. DC 10,000
e tage
Teahnizal Current: A Per Pins to 145
Daits
S rRTeSMAUE Insulation: chm min. 10°
s Leak rate: 1.3xPa - m%/s 10"
—
Applaatis Temperature Range: C+ —196 to 300
Trademarks =Tamperature rangse will be changed depends on the connaction
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COSMO

COSMOTEC Corporation

NW | KF Flange

5 CERAMIC
THRE ALk
. THREAD®
I . .
a § — — —— 3 +
i) e
[20] FLM | {2
C o
*Provided with nuls and washers
ConFlat® Flange
_8 ALUMIMA
el CERAMIC
E ] | [
THREAD THEFA
| T ol r
:d . . b
5 L ] | -
T | | "
20} - - aBaBal, 20y
= ¥
*Provided with nuts and washers.

www.feedthrough.net

10 kV / to 145 Am;/ -

High Voltage & High.Current

NW | KF Flange

Mo ofPas INSTALLATION.
1 NW / KF 18
1 NW I KF 16
1 NW I KF 25
i NW I KF 25
1 NW / KF 40

1 NW [ KF 40

auPs UG A

145 Copper (3
22 345050 IBLB}
w o
22 I4SNSH Ef;}
145 Copper 218
2 asnst 218

=

(6)
(&)
24
(6)
24
(8)

(&)

(6)

c

o

3.54
(90)

3.54
(90)

3.25
(82.5)

3.25
{825}

3.25
(82.5)

3.25
(82.5)

M

MG

ME

MG

Mé&

ME&

N210K145ACUA

MNZ10KZZASS1

MI10K145ACL1

NITOKZZASE

N410K145ACUA

MN310KZZASST

Dimensions in inches (mm}

12308

12309

11524

11525

11545

11546

THE NEW WALUT FRONTIER

¥ KYOCERG 4 ﬁ

ConFlat® Flange
K 1 3 ¥ L TR

30

CF1.33 145  Copper [3‘} 7.5 {1 ; a] {93 2} M6 C110K145ACU1 11230
1.33 30 46 367

1 CF1.33 22 30458 50 (38) (75 (118 (832 M6 C110K22ASS1 11231
275 50 90 323

1 CF2.75 145 Copper 7o) (1270 (23) (82) Me C210K145ACU1 11242
275 .50 80 323

1 CF275 22 M4SN Sh 70) (127} (23) (82) ME C210K22A551 11243
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THE NEW YALUE FRONTIER

¥ KYOCERD

N310K145ACU1 [11524]

= High Voltage and High Current

- The High Voltage and High Current series is used for high power,
Zlo heaters and lamps.
Tl = Voltage is offered from 3 to 30 kY DC, current is offered from 3 fo
s|= 808 A
E b 4
o 21 Available conductor materials include oxygen-free copper,
s B nickel-plated oxygen-free copper and stainless steel.
Ll Select the most suitable feedthrough from a wide variety of
= X products.
= :g Several types of conductor shape are offered, such as straight
:-? e type, screw type for convenience, and the type compatible with
= sliican insulation plugs for safaty.
2 Select flange size and type from NW / KF, ConFlat®, 1S0-K,
1S0-F and ASA.
Accessories are also available, including vacuum and air side
socket contacts and silicon insulation plugs.
We also manufacture custom-made products with quick delivery.
Select welding position, number of connectors, and size of
custom-made flanges.
T
Tabde of
B Materials DR
Coaxial Flange 304 Stainless steel
Adapter 304 Stainless steel
Mudtpn
: Conductor See table
Tramoocups Insulation Alumina ceramic
Imlﬂ.*l
Curel . .
— Specifications
Ipclator
Type Feedthrough
Arcessones Connector 10 kV / to 476 Amps
Wm Voltage: V max. DC 10,000
Teahnizal Current: A Per Pins to 476
Daits
e Insulation: ehm min. 10?
s Leak rate: 1.3xPa - m%/s 1™
—
Applaatis Temperature Range: C+ -196 to 300
Trademarks =Tamperature rangse will be changed depends on the connaction
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NW | KF Flange

5 CERAMIC
THRE ALk
. THREAD®
I . .
a § — — —— 3 +
i) e
[20] FLM | {2
C o
*Provided with nuls and washers
ConFlat® Flange
_8 ALUMIMA
el CERAMIC
E ] | [
THREAD THEFA
| T ol r
:d . . b
5 L ] | -
T | | "
20} - - aBaBal, 20y
= ¥
*Provided with nuts and washers.

www.feedthrough.net

10 kV / to 476 Am;/ -
i igh.Current

High Voltage & High

NW / KF Flange

1 NW / KF 40
1 MWW/ KF 40
1 MW I KF 50
1 NW / KF 50

476 Copper fﬁ}f’;

216
3 304 St St (55)

476  Coppwr ff,.";

2.95
73 304 St S (75)

B

24
(6)

24
(6)
24
(&)

24
(6)

c
B9
(z2.5)
89
(22.5)
89
(22.5)

B9
(22 5)

o

LAY

3.25
(s25 M6
3.25
@5 M6
3.25

3.25
@35 M

N4 10K4TEACUA

MNA10KTIASST

M5 10KATEACLIT

NS10KTIASS

Dimensions in inches (mm)

11544

11547

12310

12311

THE NEW WALUT FRONTIER

¥ KYOCERG 4 ﬁ

ConFlat® Flange
R R

2.75 3.23
CF275 478 Copper (-0 “2 o (23} 62y M6 C210K47BACUT 12231
275 50 90  3.23
1 CF275 73  3msmSL G (SN 0% @) M6 C210K73ASS1 11244
285 69 80  3.23
1 CF450 476  Copper (750 (475 (23) (82 M8 C310K476ACU1 12312
295 69 90 323
1 CF4Bs0 73 WMl =5 (475 (23) (82) M6 C310K73ASS1 12313
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THE NEW YALUE FRONTIER

¥ KYOCERD

N310K145ACU1 [11524]

= High Voltage and High Current

The High Veitage and High Current series is used for high power,
heaters and lamps.

Voltage is offered from 3 to 30 kY DC. current is offered from 3 fo
808 A,

Available conductor materials include oxygen-free copper,
nickel-plated oxygen-free copper and stainless steel.

Select the most suitable feedthrough from a wide variety of
products.

Several types of conductor shape are offered, such as straight
type, screw type for convenience, and the type compatible with
silicon insulation plugs for safaty.

Select flange size and type from NW / KF, ConFlat®, 1S0-K,
1S0-F and ASA.

Accessories are also available, including vacuum and air side
socket contacts and silicon insulation plugs.

We also manufacture custom-made products with quick delivery.
Select welding position, number of connectors, and size of
custom-made flanges.

Infrpducton
Tabie of
=gl Materials |
Coaxial Flange 304 Stainless steel
Adapter 304 Stainless steel
Nt
d Conductor See lable
Thammacoups Insulation Alumina ceramic
ImWI
Cumem " ¥
— Specifications
lsclator
Type Feedthrough
Arcessones Connector 10 kV / to 808 Amps
Cusiom-mads Vol :V max. DC 10,000
e tage
Technizal Current: A Per Pins to 808
Daita
S rRTeSMAUE Insulation: chm min. 10°
R Leak rate: 1.3xPa - m¥/s 10
T
Applaatis Temperature Range: C+ —196 to 300
Trademarks =Temperalure range will be changed depends on the connaction
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NW | KF Flange

. CERAMIC
THRE ALk
. THREAD®
T et -4 .
; # . - il ¥ L *
] e
20] LN | 209
C o
*Provided with nuls and washers
ConFlat® Flange
_B ALLIAA
—t CERAMIC
E £ | E
THRE AL THEEA
| T bl -
< T : e
5 L ] I | -
T | | "
[l E - aBaBal, fEae]]
< o
*Provided with nuts and washers.

www.feedthrough.net

10 kV / to 808 Am;/ :
High Voltage & High.Current

NW / KF Flange

B META(L AT Anipe  CONDUCTOR —
IE‘!}.‘..‘.': AT Lo 0 i _.'_h.-_':_il'_ e .:l-"'.ll(i-i . i | :_!{:
1 NWI/KFS0 808  Copper fﬁﬁ? ﬁ‘}‘
1 NW/KFS50 124  3045n50 ff;} ‘é‘:

c

89
(22 5)

89
(22.5)

3.25
(82.5)

3.25
{82.5)

M25

M25

WN510KB08ACUA

M310K124A551

THE NEW WALUT FRONTIER

¥ KYOCERG A6

ConFlat® Flange
o s IR A w0 e

4.50 o)
1 CF 4.50 a0a Copper (114) (17.5)

124 adsmsy 450 89

L e (114) (175

80
(23)

80
(23)

3.23
(82)

3.23
(82)

M25

M25

C310KBO0BACLN

CIOK124A551

Dimensions in inches (mm) E
~
<
—

11550 o
11558 g
@
P
3
o
0

11262

11261
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C230K145ACU1 [11245)

= High Voltage and High Current

The High Voltage and High Current series is used for high power,
EAR heaters and lamps.
| = Voltage is offered from 3 to 30 kY DC, current is offered from 3 fo
s 808 A,
o : Available conductor materials include oxygen-free copper,
s E. nickel-plated oxygen-free copper and stainless steel.
L Select the most suitable feedthrough from a wide variety of
b products.
=| > Several types of conductor shape are offered, such as straight
:-? ‘a type, screw type for convenience, and the type compatible with
3|7 silicon insulation plugs for safety.
2 Select flange size and type from NW / KF, ConFlat®, 1S0-K,
1S0O-F and ASA.
Accessories are also available, including vacuum and air side
socket contacts and silicon insulation plugs.
We also manufacture custom-made products with quick delivery.
Select welding posilion, number of connectors, and size of
cuslom-made flanges.
T
Tabde of
B Materials RN
Coaxial Flange 304 Stainless steel
Adapter 304 Stainless steel
Mudtpn
: Conductor See table
Themocougls Insulation Alumina ceramic
ImWI
Curel . .
— Specifications
Ipclator
Type Feedthrough
Arcessones Connector 30 kV /o 145 Amps
Wm Voltage: V max. DC 30,000
Teahnizal Current: A Per Pins to 145
Daits
e Insulation: ehm min. 107
'“"'m"‘"_ Leak rate: 1.3xPa - m%/s 1™
Carorn e
Applaatis Temperature Range: C+ —196 to 300
Trademarks =Tamperature rangse will be changed depends on the connaction

165

COSMO

COSMOTEC Corporation

NW | KF Flange

. CERAMIC
THRE ALk
. THREAD®
et - -
a # . - il ¥ L *
i) e
[20] LML 1 [
C o
*Provided with nuls and washers
ConFlat® Flange
_B ALLIAA
—t CERAMIC
E £ | E
THRE AL THEEA
| Tt o
4 . . | -
5 L ] I | -
T | | "
[l E - aBaBal, fEae]]
< o
*Provided with nuts and washers.

www.feedthrough.net

30 KV / to 145 Am;/ -
High Voltage & High.Current

NW / KF Flange
oo |

pr—— : ;
IE‘!}.‘..‘.'- 0 R i .-""n’ -" e Aqw] l

216

1 NWIKF40 145  Coper 8

1 NWI/KF40 22  3M45n50 fé‘ﬁ”}

24
(6)

.24
(6)

c

b=

89
(22 5)

89
(22.5)

A

&.61
(142.5)

S8
(142.5)

M

M6

WN430K145ACUA

MAI0KZZASS1

THE NEW WALUT FRONTIER

¥ KYOCERG 4 -’

ConFlat® Flange
o s YR A 8 o e

2.75

1 CF276 145  Coger (oo

2.75

1 CF27s 22 4SSt

{12 7)

50

(ro) (127

{231

80
(23)

{112}

5.59
(142)

M&

ME

C230K145ACL1

C2I0K22A581

Dimensi in inches (mm) 0
ons = n
-~

<

S

=

11548 ]
el

11549 b
)]

>

3

L°.

1

11245

11246
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THE NEW VALUE FRONTIEE, 30 k\f I'I- to 476 Am}?/ o e THE MEW VALUE FRONTIER Section
X} KYOCERD High Voltage & High,Clrrent s (3 KHOCERT 47

71 i W
o NW | KF Flange Dimensiens in inches (mm]) =
= NW / KF Flange ot
~ EUCTE TR~ ol S S I rererece | %
- ' 206 24 89 661 "
o 1 NW/KF50 476 Copper (75) i6) (225) (142.5) M16 N530K4TEACL 11560 o
h ( LE 2.95 24 89 561 h
"'J i 1 MW I/ KF S0 73 304 Stn. S (75) (&) (225) (142.5) Mg NS3IOKTIASS 11561 "J
)] 5 : ()]
' J AL LIRS
> S—— ” CERAMIC >
= C230K145ACU1 [11245) bt o v o THREADS 3
E L= VYN VR . o
® T —— e ConFlat® Flange -
[ e | [ e |
= High Voltage and High Current > %
The High Violtage and High Current series is used for high power, ' 1 CFA50 476  Copper (‘!'-ff} ( 1'?95} [':_?"3:'} {ﬁfg} M16 C330K47TBACU1 11264
.:EE g healers and lamps. c | o ‘ E E
== Voitage s offered from 3 to 30 k¥ DC, current is offered from 3 to 450 69 90 559 o
E -::\ 808 A, 1 CF 4.50 73 045N 50 (114) (175 (23)  (142) M16 CII0KTIASSE 11265 ﬁ g_.:
& | —~ Available conductor materials include oxygen-free copper, - | &
s i nickel-plated oxygen-free copper and stainless steel. :I -
Ll I Select the most suitable feedthrough from a wide variety of ~] | =
|2 products. 0 | Z
=| > Several types of conductor shape are offered, such as straight 2 |'=
g ‘g type, screw type for convenience, and the type compatible with g o
a silicon insulation plugs for safaty. eProvvided with rmts and weshers 3
2 Select flange size and type from NW / KF, ConFlat®, ISO-K, P ' 3
150-F and ASA. o
Accessories are also available, including vacuum and air side ConFlat® Flange
socket contacts and silicon insulation plugs.
We also manufacture custom-made products with quick delivery.
Select welding position, number of connectors, and size of
custom-made flanges.

S I L
Tabie of Tabke of
=gl Materials | -

_8 ALUMINA
Cuara Flange 304 Stainless steel - SR Courd
E E
Adapter 304 Stainless steel FHREADS : YT B
Multpn Tt E by Mutspn
: Conductor See lable g . ’ | : | .
Themocou Insulation Alumina ceramic 2 e ' ET o | Thermacousie
E i20) — Lol 20|
en Coe " . Hh Carme
— Specifications
Isclator c o Isolator
Type Feedthrough
Arcrsores Connector 30 kV /o 476 Amps horesaries
Cusion-mids Voltage: V max. DC 30,000 Cusiom-masde
R — Current: A Per Pins to 476 e—
Daita Dats
S rRTeSMAUE Insulation: chm min. 10° ruspoTere)
index Leak rate: 1.3=Pa - m¥/s 1 iy
Curdomradn Cuslom-madn
S| Temperature Range: C» =196 to 300 *Provided with nuts and washers. ;ﬁ:ﬂm
Trademarks =Temperalure range will be changed depends on the connaction Tradomarks
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THE NEW YALUE FRONTIER, 30 k\f II to BUB Am‘g/ e . i THE NEW VALUE FROSTIER Seclon
:EKHDEERH High Voltage & High.Current \ '_ | EEKHBEERE 4?

g ConFlat® Flange Dimensions in inches (mm) g
ConFlat® Flange
= 4 =
<
~ -
-+ 450 69 90 558 s
= 1 | CF450 808  Cowe (0 DL 0% | (4o M5 C330KB0BACU1 11266 o
o 1 CF450 124 3Msnse 90 89 .80 559 g C330K124ASS1 11263 o
(=] ' ©(114) (1750 (23)  (142) (=]
m a AL LA A, m
> = o
. | :
3 C230K145ACU1 [11245] bz L L_ pasna " 3
T PN . T
® I L = : ISO-K Flange 0
» | [ e
2 LU f20)

= High Voltage and High Current . NootPms WSTALLATON AMPS URT" A 8 ¢ o e [ITETTTET

The High Voltage and High Current series is used for high power, - 4 1 ISDK6E3 BOB  Copper ?9;‘; ﬁg {'29'59} {51-‘551 M25 1130KB0BACU1 11564

healers and lamps. !

Voltage is offered from 3 to 30 KV DIC, current is offered from 3 to

1 ISOK63 124 Josmse o4 A2 98 652 g H30K124ASS1 11565

808 A

Available conductor materials include oxygen-free copper,
nickel-plated oxygen-free copper and stainless steel.

Select the most suitable feedthrough from a wide variety of
products.

Several types of conductor shape are offered, such as straight
type, screw type for convenience, and the type compatible with
silicon insulation plugs for safaty.

Select flange size and type from MW [ KF. ConFlat®, I1SO-K,
1S0O-F and ASA.

Accessones are also available, including vacuum and air side 150-K Flﬂl‘lgﬂ
socket contacts and silicon insulation plugs.

We also manufacture custom-made products with quick delivery.
Select welding position, number of connectors, and size of
cuslom-made flanges.

@5  (12)  (25)  (140)

*Provided with nuts and washers.
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Inrnduction o Introduction
Tatde of M. & ot
Sl Materials X =

[ ALLMINA
Consiat Flange 304 Stainless steel . SR Gt
E
Adapter 304 Stainless steel e e e THREA Do
- | o o ML | " Mufipn
Conductor See table 2 ! R i | - -
Thamoooups Insulation Alumina ceramic % r ™ 1 — ™ 1 Thiemacouple
20 B0 f20)
L ificati 3=
Specifications
Ipcdator Icdator
Type Feedthrough
Arcemsores Connector 30 kV [/ to 808 Amps Arcesariee
Cuion-mads Voltage: V max. DC 30,000 2 e yre—p——
products products
Technizal Current: A Per Pins to 808 Tegmn
Data Dt
QTR Insulation: chm min. 10° Petnmtar s
index Leak rate: 1.3xPa * m¥/s 10" e
[ — [-S—
o Temperature Range: C» =196 to 300 «Provided with nuts and washers. Bhoeel
Traderarks =Tamperature rangse will be changed depends on the connaction Teadumnarics
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	High Voltage and  High Current Introduction
	3 kV 35 A 1, 2, 3 and 4 pin
	5 kV 3 A 1, 2 and 4 pin
	5 kV 22 A 1, 2 and 4 pin
	5 kV 110 A 1, 2, 3 and 4pin
	5 kV to 808 A 1 pin
	10 kV to 808 A 1 pin
	30 kV to 808 A 1 pin

