
PUMPDOWNTIME TO 1 X 10-9 TORR  
(50 Bolts in Chamber) 

Non Vented Bolt, using 5%  of a 10 l/s pump 
Vented Bolt, using 5% of  a 10 l/s pump 

2-56 x 1/4 6-32 x 3/8 8-32 x 5/8 1/4-20 x 1/2 5/16-18 x 1 
Type of Bolt 
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PUMPDOWNTIME TO 1 X 10-9 TORR  
(50 Bolts in Chamber) 

Non Vented Bolt, using 5%  of a 1,000 l/s pump 
Vented Bolt, using 5%  of a 1,000 l/s pump 

2-56 x 1/4 6-32 x 3/8 8-32 x 5/8 1/4-20 x 1/2 5/16-18 x 1 
Type of Bolt 
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PUMPDOWN TIME TO 1 X 10-9 TORR  
(50 Screws/Bolts in Chamber) 
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2-56 x 1/4 6-32 x 3/8 8-32 x 5/8 1/4-20 x 1/2 5/16-18 x 1 

Screw/Bolt Size 
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1 min. 

1 hour 

1 day 

10 days 

Non Vented Bolt, using 5%  of a 1,000 l/s pump 
Vented Bolt, using 5%  of a 1,000 l/s pump 

Non Vented Bolt, using 5%  of a 10 l/s pump 
Vented Bolt, using 5%  of a 10 l/s pump 
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